
Features

Classic JBL 3-way 12-inch Monitor Loudspeaker

• Pure pulp woofer and midrange

• Aluminum/Magnesium alloy tweeter

• Iconic JBL 3-way configuration dating back to 1968

• Front panel midrange and high-frequency attenuators

• Five-way binding post connectors

• Sleek black wood grain finish

Specifications 

System 3-way Bass-reflex Monitor

Woofer 12-inch (300mm) Pure Pulp cone (JW300SW-8)

Midrange 5-inch (125mm) Polymer-coated Pure Pulp cone (JM125PC-8)

Tweeter 1-inch (25mm) Magnesium-Aluminum Alloy dome (054ALMg-1)

Impedance 6 Ohms

Recommended Amplifier 
Power

10–200 Watts RMS

Sensitivity (2.83V/1m) 90dB

Frequency Response 44Hz–40kHz (-6dB)

Crossover Frequencies 640Hz, 5kHz

Controls Attenuators for MF and HF drivers

Dimensions (H x W x D) 23.5" x 14.25" x 12" (597 x 362 x 305mm)

Weight 52.4 lbs (23.8kg)
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MODEL 4312GMODEL 4312G
Impedance: 6 Ohms
Power Handling: 200 Watts
Sensitivity: 90 dB
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